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MANHOLE FRAME AND COVER
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CW 2030

 

STANDARD CITY OF WINNIPEG

PREFORMED BITUMINOUS
GASKET BENEATH FRAME
AND BETWEEN RISER SECTIONS

AT 300 O.C.

FLOW CHANNEL

STANDARD PRECAST 
CONCRETE MANHOLE
    (FOR UP TO 525

DIAMETER   PIPE)

CW 2130

05-02-21

MINIMUM 100 THICK 
BEDDING IN ACCORDANCE 
WITH CW 2030 

A

PRETREATED PVC 
INSERT OR RUBBER 
GASKET IN MANHOLE 
BASE FOR PVC PIPE

MINIMUM 150 THICK TYPE 3 FILL IN 
BOTTOM OF SHAFTS FOR 
TRENCHLESS INSTALLATIONS IN 
ACCORDANCE WITH CW 2030

CONCRETE 
BENCHING

GROUT AND SLOPE 
FLOW CHANNEL AS 
SPECIFIED 

CONCRETE BENCHING

IN BOULEVARD MANHOLE ISOLATION DETAIL IN ACCORDANCE 
WITH SD-220A AND SD-220B

PRECAST 
SECTIONS TO ASTM 
C 478 AND C 76 CL II

SPECIFIED 
BACKFILL IN 
ACCORDANCE 
WITH CW 2030 
AND SD-002
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UNDERGROUND WORKS COMMITTEE

PLAN VIEW

1200 Ø

750 Ø

MINIMUM 200 THICK 
INITIAL BACKFILL IN 
ACCORDANCE WITH       
CW 2030
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