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PLAN

CW 2130 CW 3205 CW 3210

SECTION  A - A

ACCORDANCE WITH 
SPECIFIED BACKFILL IN

BASE COURSE

PAVEMENT

WITH CW 2030 AND SD-001
BEDDING IN ACCORDANCE 

LEAD TO SEWER OR MANHOLE
MINIMUM 250 DIA. CATCH BASIN 

BASIN HOOD
APPROVED CATCH 

ASTM C 478 AND C 76 CL II
CATCH BASIN BARREL TO
900 DIA. PRECAST CONCRETE

PRECAST CONCRETE REDUCER
900 DIA. x 610 SQUARE OPENING

FINISHED BOULEVARD GRADE

CW 2030 AND SD-002

EACH CATCH BASIN TO HAVE SEPARATE 
CONNECTION TO SEWER OR MANHOLE
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AA

USE PREFORMED BITUMINOUS
GASKET BETWEEN REDUCER 
AND BARREL SECTION

WITH SD-220C
IN ACCORDANCE 
ISOLATION DETAIL 

BASE
PRECAST CONCRETE

AT 300 O.C.
19 DIA. RUNGS
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INITIAL BACKFILL IN ACCORDANCE 
WITH CW 2030 AND SD-001

M
IN

.

STANDARD PRE-CAST 
CONCRETE CATCH BASIN

IN PAVEMENT

BARRIER CURB AND GUTTER 
INLET FRAME AND BOX 
(AP-008) AND INLET COVER 
(AP-009) OR MOUNTABLE CURB 
AND GUTTER INLET (AP-011)

M
A

X
.

GROUT AROUND FRAME AND 
BOX TO MAKE WATERTIGHT

GROUT OR 1 LAYER OF
CONCRETE BRICKS AND GROUT AS 
REQUIRED TO MAKE WATERTIGHT
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